NIT

MUNICIPAL CORPORATION BHILAI (C.G.)

mmw:—ﬁ—oaﬁww@mwmv@ﬁﬂmﬁﬂhml

S.No.

Description and details of work

Qty.

Unit

Excavation for all types and sizes of foundations, trenches and drains or for any
other purpose including disposal of excavated stuff upto 1.5 m lift and lead
upto 50m (at least Sm away from the excavated area), including dressing and
leveling of pits. In all types of soil

5.00

Providing and laying nominal mix plain cement concrete with crushed stone
aggregate using concrete mixer i all works upto plinth level excluding cost of
form work. :

1:4:8 (1 cement : 4 coarse sand : 8 graded stone aggregate 40mm nominal size).

4.21

Cum

Brick work with modular fly-ash lime bricks (FALG Bricks) confirming to
18:12894-2002 of class designation 40 in foundation and plinth in :Cement
Mortar 1:6

9,72

Cum

Providing and filling in plinth with sand/Crusher dust and hard moorum under
floor, including ----- cost of all labour, materials, T & P etc. complete required
for the work.

20.25

Cum

Providing and laying damp proof course (upto 50mm thick) with plain cement
concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded crushed stone aggregate
20mm nominal size) including form work.

0.29

Cum

Providing and making 12mm thick cement plaster of mix: In Cement Mortar
1:4 (1 cement : 4 fine sand) :

22.00

Sqm

8 mm thick Table rubbed polished Granite stone tile flooring laid over
20mm (Average) thick base of cement mortar 1:4 (1 cement : 4 coarse
sand) laid and jointed with grey cement slurry including rubbing and
polishing etc. complete. Granite stone black

33.50

Sgm
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