
NAGAR NIGAM BHILAI 

NIT 

AS PER PWD BUILDING S.0.R 01.01.2015 

SPARTICULAR QTY UNIT 

Painting exterior surface with PREMIUM ACRYLIC SMOOTH exterior paint of required 
shade as per manufacturer's specifications to give protective and decorative finish including 

clean1ng washing of surface etc. complete with: 
On old w ork (One or more coats applied@0.83 ltr/ 10 sqm) 

2 Painting on old work (one or more coats) to give an even shade with: 

350.00 Sqm 

Satin stnthetie enamel paint 50.00 Sqm 
3Prov iding and making 12mm thick cement plaster of mix:

In Cement Mortar 1:6 (l cement: 6 fine sand) 
Floor painting with superior quality enamel paint to give an even shade. 

On old work (one or more coats) 

85.00 sqm 

320.00 Sqm 
NON SOR ITEM 

IChanging of 60mm thick precast interlocking concrete blocks from one place to an 

other.including removing from existing place in pieces,transportation,fixing wi�h preparing 
base of 10-12.5cm sand/moorum base below concrete blocks and locking with PCC 1:1.5:3.

320.00 Sqm 

SU XOINEER 
Nagar Palik Nigam, Bhilai 

ASSTT.ENGINEER 

Nagar Palik Nigam, Bhilai 
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