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As Per PWD Building SOR 01.01.2015

PARTICULERS OF ITEMS QTY. | UNIT

Excavation for all types and sizes of foundations, trenches and drains or for any other purpose
including disposal of excavated stuft upto 1.5 m lift and lead upto 50m (at least Sm away from the 30.41 Cum

excavated area), including dressing and leveling of pits.

Providing and laying nominal mix plain cement concrete with crushed stone aggregate using concrete
mixer in all works upto plinth level excluding cost of form work. 21.84 Cum
1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 40mm nominal size).

(9]

Providing and placing in position angle iron post and strut of required size including bottom to be split
and bent at right angle in opposite direction for required length and drilling holes upto 10 mm dia as 1438.58 Ke
per requirement including priming coat with red oxide zinc chromate primer and placing the post/ strut ’
in cement concrete block.

Providing and laving nominal mix plain cement concrete with crushed stone aggregate using concrete
mixer in all works upto plinth level excluding cost of form work.
1:4:8 (1 cement : 4 coarse sand : $ graded stone aggregate 40mm nominal size).

8.57 Cum

th

Providing and laying nominal mix plain cement concrete with crushed stone aggregate using concrete
mixer in all works upto plinth level excluding cost of form work.
1:1%:3 (1 cement : 1'4 coarse sand : 3 graded stone aggregate 20mm nominal size).

\bending. binding etc. complete as per drawings including cost of binding wire all complete:Thermo- 1427.50
'Mechanically treated bars

Providing and placing in position reinforcement for R.C.C. work including straightening, cutting,

Steel work welded in built up sections’ framed work including cutting, hoisting, fixing in position and
applying a priming coat of red oxide zinc chromate primer.
ln gratings, frames, guard bar. ladder. railings, brackets, gates and similar works.

Providing and fixing formwork including centering, shuttering. strutting, staging. propping bracing
2tc. complete and including its removal at all levels, for:
.A) Foundarions, footings. base of columns and plinth beam in any shape and size.

285.50 sqm

Providing and fixing in position chain linked steel wire fabric made of 4 mm dia G.I. wire of required
width in mesh to concrete’ wooden’ angle iron posts including securing and screwing with 2mm dia 498,25 -
G.1. wire. G.I. staples, G.1.U-nails or steel pins etc., complete. =8

\perture 50x30mm
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