
NAGAR PALIK NIGAM BHILAl 

NIT 

AS PER BUILDING S.O.R (01.01.2015) & ELECTRICAL SOR 01.06.2020 
S.NO PARTICULAR QTY UNIT 

Cavalion of all types of soils for all ypes size of foundations and drains ilc Dressing and leveling of pits. 

38.00 cum 

2Providng and laying mechanically mixed cement concrete with 40mm nominal size in .. plinth 
and foundation. 1:4:8 

0.80 cum 

Providing and laying nominal mix reinforced cement concrete with crushed stone aggregate using concrete 
mixer in all works upto plinth level excluding cost of form work.1:1%:3 (I cement: 1% coarse sand:3 

graded stone aggregate 20mm nominal size)._ 
4.40 cum 

Providing and placing in position reinforcement for R.C.C. work including straightening, cutting, bending, 
binding etc. complete as per drawings including cost of binding wire all complete: Thermo-Mechanically 

Lreated bars FE 415 
SProviding and fixing formwork including centering, shuttering, strutting, staging, propping bracing etc. 
complete and including its removal at all levels, for: 
Foundations, footings, base of columns and plinth beam in any shape and size. 

Brick work with modular fly-ash lime bricks (Fal.G Bricks) confirming to IS:12894-2002 of class 

|designation 4.0 in foundation and plinth in:Cement Mortar 1:6 (1 cement:6 coarse sand)_ 

264.00 kg 

86.40 sqm 

2.00 cum 

712 mm Thick Cement Plaster of mix: In C.M. 1:5 (I Cement :5 Sand) 

24.00 Sqm 
8|Providing and placing in position angle iron and sturt of required size iic bottom to be split and bent at right 

angle in opposite direction for required length and driling holes up to 10 mm dia as per requirement i/c 
priming coat with red oxide zine chromate primer and placing the pos/strut in cement concrete block> 

164.72 kg 
9Painting on new work (two or more coats) to give an even shade with. Aluminium paint. 

8.08 Sqm 
1oSteel work welded in built up sections/ framed work including cutting, hoisting, fixing in position and 

upplying a priming coat of red oxide zinc chromate primer. In gratings, frames, guard bar, ladder, railings 

brackets, gates and similar works. 
100.00 kg 

I1Painting new exterior surface (two or more coats) with PREMIUM TEXTURED paint asfinish including 

cleuning washing of surface ete, complete with:On new work (Two or more coats) 
30.00 Sqm 

12 Providing and fixing in position chain linked steel wire fabric made of 4 mm dia G.I. wire of required width 
in mesh to concrete/ wooden/ angle iron posts including securing and serewing with 2mm dia G.I. wire, G.I. 

staples, G.U-nails or steel pins etc. complete. Aperture 50x50mm_ 
36.00 Sqm 

13|Providing & laying 6Omm thick precast interlocking concrete blocks of approved size (approx 305 sqcm) 
and shape/ pattern, over 40 mm thick average complete coarse sand bed with joints of 3mm thick filled by 
tine sand including leveling with surface vibrator, temping and sweeping etc. complete of minimum 
compressive strength of 250 kg/sq.cm Pigment Coloured (rubber mould) precast interlock concrete blocks 

48.00 Sqm 14 Providing and laying nominal mix plain cement concrete with crushed stone aggregate using concrete mixer 
in all works upto plinth level excluding cost of form work. 1:1h:3 (1 cement: 1% coarse sand: 3 graded 

stone aggregate 20mm nominal size)._ 
0.95 cum 15 Providing and filling in plinth with sand/ Crusher dust and hard moorum under floor in layers not exceeding 20cm in depth consolidating each deposited layer by ramming and watering, including dressing etc. 

complete. 

10.00 16|Supplying and stacking of good earth at site including royalty, loading, unloading and carriage upto 5 km I(earth measured in stacks will be reduced by 20% for payment) 

Cum 



20.00 cum 

e ooD grass including watering and maintenance of the lawn for 30 days or more till tne 

as 1Orms a thick lawn free from weeds and fit for mowing including supplying good earth i neeaca (un 
good earth shall be paid for separately). n rows S cm apart in either direction. 

100.00 sqm 

TOVIaing and planting following herbs in garden including preparation of soil, base lantation, providing 

and spreading different fertilizers, soil and sand: 
Hedges like Alife, Dorenta, Tikoma etc 

Furn like Arica, China ete (3 year old) 
Hibiscus (Flower)/ Rose 

45.00 Each 
45.00 Each 

Each 45.00 

19Painting on old work (one or more coats) to give an even shade with: 

Black Japan paint 200.00 Sqm 

20|Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes, having thermal stability for hot & cold 

water supply inchuding all CPVC plain & brass threaded fittings. This included jointing of pipes & fittings 
wth one step CPVC solvent cement, trenching, refilling & testing of joints complete as per direction of 

Engineer in Charge. 
EXTERNAL WORK 
25 mm nominal outer dia pipes 

32 mm nominal outer dia pipes 
10.00 mtr. 

10.00 mtr. 

21|Supplying, installation, testing and commissioning of following 230/250 volts LED street light fitting with 
all accessories like driver, heat sink made of die cast aluminium with IP 66 protection and 15 KV surge 
protection on pole bracket, including connection, earthing, Separate housing for driver etc complete as per 
specification and P.F. should be greater than 0.9. LED chip efficacy ratio 2 120 lumens /watt. 

60 watt 
12.00 Each 

ASSTT.ENGINEER 
Nagar Palik Nigam, Bhilai SUB ENGINEER 

Nagar Palik Nigam, Bhilai 
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