
MUNICIPAL CORPORATION OF BHILAl 

NIT 

(As Per PWD Electrical SOR SOR 01.06.2020) 

QTY. UNIT 
SN PARTICULERS OF ITEMS 

Excavation for all types and sizes of foundations, trenches and drains or for any other purpose 

including disposal of excavated stuff upto 1.5 m lit and lead upto 50m (at least 5m away trom 

the excavated area), ineluding dressing and leveling of pits. In all types of soils. 
Providing and laying nominal mis plain cement concrete with crushed stone aggregale using 

concrete mixer in all works upto plinth level excluding cost of fornm work. 

:4:8 (0 cement:4 coarse sand: 8 graded stone aggregate 40nmnm nominal size). 

Providing and laying nominal mix reinforced cement concrete with crushed stone aggregate 

using concrete mixer in all works upto plinth level excluding cost of form work. 

:1:3 (l cement: 1'; coarse sand: 3 graded stone aggregate 20nmm nominal size). _ 

Providing and placing in position reinforcement for R.c.C. work including straightening, cutting. 

bending. binding etc. complete as per drawings including cost of binding wire all 

complete:Thermo-Mechanically treated bars 
Providing and fixing form work including centring, shuttering, strutting, staging. propping 

2.24 'um 

0.56 C'um 

0.84 unm 

8-4.00 Kg 
4 

5 
|bracing etc. complete and including its removal at all levels, for: 
Foundations, footings, bases of columns plinth beam, curtain wall in any shape and size and all 

ype of wall below plinth level. 
Providing and filling in plinth with sand/ Crusher dust and hard moorum under floor in layers not 

exceeding 20cm in depth consolidating each deposited layer by ramming and watering, including 

|dressing etc. complete 
Brick work with modular fly-ash lime bricks (FalG Bricks) confirming to 1S:12894-2002 of class 

designation 4.0 in foundation and plinth in: 

|Cement Mortar 1:6 (1 cement: 6 coarse sand) 
Providing and laying damp proof course (upto 50mm thick) with plain cement concrete 1:2:4 (1 

cement: 2 coarse sand : 4 graded crushed stone aggregate 20mm nominal size) including form 

work 
Providing and making 12mmt 

fine sand) 
Providing and making 15mm thick cement plaster of nmix: In Cenment mortar 1:5 (l cement:5 

8.40 Sqm 

4.68 Cum 
6 

140 Cum 

0.14 Cum 

cement plaster of mix: In Cement mortar l:4(l cement:4 
7.-14 Sqm 

8.40 Sqm 
10 

fine sand) 
Providing and laying vitrified floor tiles with soluble salt printing, of size 600x600mm with water 

absorption less than 0.5% and conforming to IS: 15622 of approved make, laid on 20mm thick 
20.40 Sqm 

11 
cement mortar 1:4 (1 cement: 4 coarse sand) including grouting the joints with white cement and 

matching pigments etc., complete. 
Providing and fixing approved pipe hand rail by welding to iron railing including applying a 

priming coat of red oxide zinc chromate primer. 

M.S Pipe 
Supply and fixing of precoated galvanized iron profile sheets (size, shape and pitch of 

corrugation as approved by Engineer-in-charge) 0.50 mm +/- 5% total coated thickness (TCT). 

Zinc coating 120gsm as per IS: 277 in 240mpa steel grade, 5-7 microns epoxy primer on both 

side of the sheet and polyester top coat 15-18 microns. Sheet should have protective guard film 

of 25 microns minimum to avoid scratches while transportation and should be supplied in single 

length upto 12 metre or as desired by Engineer-in-charge. The sheet hall be fixed using self 

drilling /self tapping screws of size (5.5x 55mm) with EPDM seal or with polymer coated J or L 

hooks, bolts and nuts 8mm diameter with bitumen and G.l. limpet washers or with G.l. limpet 

washers filled with white lead complete upto any pitch in horizontal/ vertical or curved surfaces 

excluding the cost of purlins, rafters and trusses and including cutting to size and shape wherever 

required. 

471.08 Kg 
12 

50.00 Sqm 
13 
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UOM 

S.N. Quantity 
PARTICULERS OF ITEMS 

Toding and living NI.S. grill of approved pattern made of M.S. Nats or square or round bars Kg 5.40 elded to steel frame of windows etc. including applying a priming cat welded to Irame with all 

necessary liting complete including applying a priming of red oxide zinc chroale priner. 
|Providing stainless steel railing/ grill made of S.S. Ilats, hollow S.S. pipe or squarc/ recangular 
Sections of approved design fixing in stair case, balcony or other places with melal lasteners and 

stainless steel bolts ctc complete 
SS Gradc 304 
Painting exterior surface with PREMIUM ACRYLIC SMOOTII exterior paint of required shade as 

per manu lacturer's specilications to give protective and decorative linish including cleaning washing 
16 

130.00 Kg 

of surface etc. complete with: 
On new wvork (Two or more coats applied @143 Itr/ 10 sqm over and including priming coal of 

exterior primer applied @ 2.20 kg/ 10 sqm)_ 
Distempering with acrylic washable distemper to give an even shade. On new work (Two or more 

44.80 Sqm 

7 
coats) 
Painting on new work (two or more coats) to give an even shade witlh: 

68.1 18 Sqm 

18 
Satin svnthetic enamel paint 

19 Providing and making 12mm thick cement plaster of mix : in C.M.-1:5 + Neat Cement punning. 

6.58 Sqm 

24.4 Sqm 
Providing and placing on terrace (at all Floor lcvels) polyethylene water storage tank ISI: 12701 

20 marked with cover and suitable locking arrangement and making necessary holes for inlet,outlet and 

overflow pipes but without fitting and the base Support for tank. 
Providing. Laying and Jointing glazed stoneware pipes grade 'A' with stiff mixture of cement mortar 

21 

500.00 Litre 

|in the proportion of 1:1(1 cement: Ifine sand) i/c testing of joints ctc. complete. 150 mm diameter 10.00 Metre 

|Providing and fixing vitreous china wash basin with C.l. brackets, 32 mm C.P. brass wasie of 
22 standard pattern, including painting of brackets, cutting and making good the walls wherever 

required 
White Size 550x450 mm 

23 Add For Electrification Work 

3 Each 

26120.00 LS 

24 Add For Sanitation Work 26120.00 LS 

C 
Executive Engineer 

Municiapal Corporation 
Bhilai 

Assistant Engineer 

Municipal Corporation 
B hilai 

Sub-Engineer 
Municipal Corporation 

Bhilai 
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