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NAGAR PALIK NIGAM BHILAT 

NIT 

(As per P.W.D BUILDING S.O.R. W.E.F. 01.01.2015) 
S.NO TY UNTT PARTICULAR 

EXCavation for all types and sizes of foundations, trenches and drains or for any other purpose 
including disposal of excavated stuff upto I.5 m lin and Iend upto 50m (at lenst 5m uway from the 

excavated area), including dressing and leveling of pits. In all types of soils. 

0.60 CUM 

Providing and laying nomial mix cement conerele with erushed stone aggregate using concrete 

mixer in foundation, plinth and at ground level oxcluding cost of form work. 1:4:8 (l cement: 4 

coarse sand: 8 graded stone aggregate 40mm nominal size). 

0.15 CUM 

Providing and laying nominal mix reinforeement cement concrete with crushed stone aggregate 
using concrete mixer in all works upto floor five level excluding cost of reinforcement and form 
work.1:1%:3 (l cement : 1% coarse sand:3 graded stone aggregate 20mm nominal size), 

0.90 CUM 
4 Providing and placing in position reinforcement for R.C.C. work including straightening, cutting,| 

bending, binding etc. complete as per drawings including cost of binding wire in foundation and| 
plinth all complete: Thermo-Mechanically treated bars FE 415 

49.50 KG 
5 Brick work with modular fly-ash lime bricks (FalG Bricks) confirming to IS:12894-2002 of class| 

designation 4.0 in foundation and plinth in: Cement Mortar 1:6 (I cement : 6 coarse sand) 

3.58 CUM 
6 Providing and filling in plinth with sand/ Crusher dust and hard moorum under floor in layers not| exceeding 20cm in depth consolidating each deposited layer by ramming and watering, including| dressing etc. complete. 

2.17 CUM 7|Providing and making 12mnm thick cement plaster of mix: In Cement Mortar 1:5 (I cement: 5 fine 
sand) 

35.84 SQM 8 Painting exterior surface with ACRYLIC SMOOTH exterior paint of required shade as per| manufacturer's specifications to give protective and de�orative fînish including cleaning washing of surface etc. complete with: On new work (Two or more coats applied @1.43 ltr/ 10 sqm over and including priming coat of exterior primer applied @ 2.20 kg/ 10 sqm) 

50.09 9 Structural steel work riveted or bolted or welded in built-up sections, trusses and frames work upto| a height of 5m above plinth level, including cutting, hojsting, fixing in position and applying a priming coat of red oxide zinc chromate primer. 

SQM 

10 Supply and fixing of precoated galvanized iron profile sheets (size, shape and pitch of corrugation as approved by Engineer-in-charge) 0.50 mm t/- 5% total coated thickness (TCT), Zinc coating 120gsm as per IS: 277 in 240mpa steel grade, 5-7 microns epoxy primer on both side of the sheet and.. rafters and trusses and including cutting to size and shape wherever required. 

100.00 KG 

11|Painting on new work (two or more coats) to give an even shade with: Aluminium paint 
10.12 sQM 

18.61 SQM 



Providing and laying vitrificd floor tiles with soluble salt, printing, of size 600x600mm with walc 

abs 
Cnent mortar 1:4 (I cement: 4 coarse sand) including grouting the joints with white cement and 

matching pigments etc. conmplete. 

,o and conforming to IS: 15622 of approved make, laid on 20mm thicC 

93.50 SQM 

roviding and fixing ceramic glazed wall tiles conforming to IS: 15622 of approved make, colourS, 

shades and size on wall and dados over 12 mm thick bed of cement Mortar 1:3 (1 cement: 3 coarse 

sand) and jointing with grey cement slurry @ 3.3kg per sqm including pointing in white cement 
mixed with matching pigment complete. Size upto 200x300mm 

36.40 SQM 

ASSTT.ENGINEER 
Nagar Palik Nigam, Bhilai 

SUB ENGINEER 
Nagar Palik Nigam, Bhilai 
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