
NAGAR NIGAM BHILAI 

NIT 

AS PER PWD BUILDING S.O.R 01.01.2015 

S.N. PARTICULAR QTY UNIT 

Cement concrete flooring with cement concrete 1:2:4 (1 cement: 2 coarse sand: 4 graded stone 

ageregate 20mm) finished with a floating coat of neat cement. 40 mm thick 

133.00 sqm 
2 Neat Cement punning. 

133.00 sqm 
3 Dismantling lime/ cement plaster or skirting at any height .. of rubbish within 50metres lead 

422.40 sqm 
3 Providing and making 6mm thick cement plaster of mix: In Cement mortar 1:3 (1 cement: 3 fine sand) 

266.00 sqm 

4 Providing and making 12mm thick cement plaster of mix: In cement Mortar 1:3 (1 cement : 3 fine sand) 

282.00 sqm 

Providing and making 15mm thick cement plaster on the rough side of 

single or half brick wall of mix: In Cement Mortar 1:6 (1 cement: 6 fine sand) 
291.40 Sqm 

Providing and applying plaster of paris putty over plastered wall surface including scaffolding 

complete Upto 2 mm thickness to make surface even and smooth in line and leve. 

548.00 Sqm 
Distempering with acrylic washable distemper to give an even shade. On new work (Two or 

more coats) 
548.00 sqm 

8 Painting exterior surface with ACRYLIC SMOOTH exterior paint of required shade as per 

manufacturer's specifications to give protective and decorative finish including cleaning washing 
of surface etc. complete with: On new work (Two or more coats applied @143 Itr/ 10 sqm over 

and including priming coat of exterior primer applied @ 2.20 kg/ 10 sqm) 

291.40 Sqm 
Painting on new work (two or more coats) to give an even shade with: Satin synthetic enamel 

paint 
18.72 Sq 

ASSTT.ENGINEER SUB ENGINEER 

Nagar Palik Nigam, Bhilai Nagar Palik Nigam, Bhilai 



{ "type": "Form", "isBackSide": false }

