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4 ProYiding and pla,:ing iu p,isitkm rcinforccml'nt for R.C.C. work_ i11_d11.cli11g ~trn'.ght~ning, ~111ti 11g, 
bending. binding t'k' . c,impkll' as per dnl\vin.gs i11dudi11g co:-1 ol b111d111g wire: 111 lo11ndnt1011 nnd 
plinth all t'Ot1\pktl' : Tlwnn0-l\ikch:micully !rented burs Fl ; •I 15 

~ Briel-. work \\'ith modul:1r tly-nsh lime bricks (FnLO Bricks) Cl)tlt'irming to IS : 1289-1-2002 of class 
designation 4.0 in foundation and plinth in : Cement Mortar 1 :6 ( I ccmllnl : 6 coarse snnd) 

6 Providing and fi lling in plinth with snnd/ Crusher dust und hnrd llll)Ol'lllll under floor in luycrs not 
exceeding 20cm in depth consolidating each deposited layer by rnmming and wntcring, including 
dressing etc. complete. 

7 Providing and making 12mm thick cement. plaskr or mix : In Cement Mortnr I :5 ( I ct:mcnt : 5 tine 
sand) 

8 Painting exterior sw-face with ACRYLIC SMOOTH extt:rior pnint or required shade ns per 
manufacturer's specifications to give protective und ckcorutive finish including cleaning wnshing ot 
surface etc. complete with : On new work (Two or more conts applied @ 1.43 ltr/ IO sqm ov1.1r nnd 
including priming coat of' exterior primer applied @ 2.20 kg/ IO sqm) 

9 Structural steel work riveted or bolted or welded in built-up sections, trusses and frnmcs work upto 
a height of 5111 above plinth level, including cutting, ho.isling, lixing in position nnd upplying n 
priming coat of red oxide zinc chromate primer. 

10 Supply and fixing of: prec~ated ga lvm1ized iron profile sheets (size, shapu und pitch l) f corrugation 
as approved by Engme~r-111-charge) 0.50 111111 ~-/- S~o total conted thickness (TC'I'), 7. inc coating 
120gsm as per IS: 277 111 240mpa steel grade, ':i -7 microns epoxy primer 011 both side or th~ sh1;.i~t 
and .. rafters and trusses and including cutting 10 siz\l und shupe wher0ver required. 

11 p .. 
amtmg on new work (two or more coats) to give nn even shude \.Vith : Alumiuiuni pninl 
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- · 7 p . . d. . f . 600 600mm with water • 12 .. 1 ovi mg and laying vitrified floor tiles with soluble salt. printing, 0 size x · k ..,,.,--absorption less than 0.5% and conforming to IS : 15622 of approved make, laid on 
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cement mo,tar l :4 ( I cement : 4 coarse sand) including grouting the joints with white cement a
n

<l 
--- matching pigments etc. complete. 

93.50 SQM 
13 Providing and fixing ceramic glazed wall tiles conforming to IS : I 5622 of approved make, colours, shades and size on wal I and dados over 12 mm thick bed of cement Mortar I :3 ( I cement : 3 coarse sand) and jointing with grey cement slurry @ 3.3kg per sqm including pointing in white cement mixed with matching pigment complete. Size upto 200x300mm · 

36.40 SQM 
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