MUNICIPAL CORPORATION BHILAI (C.G)

NIT
miﬁrﬁm:—aﬁ—oam?%w&fwdﬁﬁtﬁmﬁﬁwml
Pwd Building Sor 01 .01.2015

\ . L. . .
S.No. Description and details of work ] Qty. \ Unit _\
Repairs to plaster in patches of area 2.5 sq. metres and under including
cutting the patch in proper shape, raking out joints and preparing and
1 plastering the surface of the walls with cement mortar 1:4 (1 cement : 4 36.30 Sgm
fine sand) complete including disposal of rubbish to the dumping ground
within 50metres lead : Thickness upto 15mm
o) wall Painting with primium emulsion emulsion (plastic) manufactured with the 445.32 Sam
cow durg proessing emulsion paint of required shade to give an even shade. ’ d
Painting exterior surface with Smooth exterior emulsion paint manufectured
3 with 1‘he cow d‘ung processing to give protcct.ivc and decorative finish including 301.30 Sqm
cleaning washing of surface etc. complete with
on old Work
I

tiles of size 300x300mm and above conforming to IS : 15622 of approved

make, colour, shade laid on 20 mm thick Cement Mortar 1:4 (1 cement : 4 35.75
coarse sand) including removing the broken tile and mortar, pointing the joints ’
with white cement mixed with matching pigment etc., complete. In colours such

as White, Ivory, Grey, Fume Red Brown,

Sqm

Demloishing cement concrete including disposal of material with in 50 metre

4 ° g disp 2.02 Cum
lead
Providing and replacing broken floor tile with rectified ceramic glazed floor
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