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Excayar: . ny other purpose Cum
incly diz::lo;_fm Al types anq gjzes of foundations, trenches and drains or ?;ez;s{5m away from the Sl
eXcayat %j lsposél of excavated stufr upto 1.5 m lift and lead upto 50m (a.ls
2 = 8rea), including dressing and leveling of pits. In all types of soils. te using
rovig: -~ - egate
con::'ldm and If’)’lng nlominal mix plain cement concrete with crushed stone aggres 7.34 Cum
“icrete mixer jn 5 works upto plinth [eve]
?'\d”d'“g Cost of form wor
4:8 (1 cement : 4 ¢, : inal size).
= : ArS0 sand : 8 graded stone aggregate 40mm nomina in
Providing and laying nominal mi reinforced cement concrete with crushed stone aggregate using o
concre.te Mixer in g]| works upto plinth leve] 2151
excludmg Cost of form work
1:1%:3 cement : 1 ¢o : inal size).
s L arse sand : 3 graded stone aggregate 20mm nominal si - 3
l}))rovfdmg and Placing jn position reinforcement for R.C.C. work including straightening, cutting, 2151 Kg
endmg: binding et complete as per drawings including cost of binding wire all complete:Thermo-
Mec}}apxcall teated bars Qty, Of Rec 100.00K : .
Pr oviding and fixing form work including centring, shuttering, strutting, staging, propping bracing
Ie;tc. com. lete and.includin its removal at all levels, for: -
Oundations, footings, bases of columns plinth beam, curtain wall in any shape and size and all type 31.92 Sqm
of wall below linth Jeve],
Columns, Pi]jars Piers and likes- rectan ular or square in shape 34.50 Sqm
Suspended floors, roofs, access platform, balconjes (Plain surfaces) and shelves (cast in situ) 45.36 Sqm
Bean.ls: lintels, cantileyers & walls 26.28 Sqm
Prov1d{11g and filling in plinth with sand/ Crusher dust and hard moorum under floor in layers not
exceeding 20cm in depth consolidating each deposited layer by ramming and watering, including 40.33 Cum
dressing etc. complete,
Brlf:k work with modular fly-ash lime bricks (FaLG Bricks) confirming to 18:12894-2002 of class
designation 4.0 jn foundation and plinth in;
Cement Morta.u' 1:6 . 12.44 Cum
*+ Extra for brick work In superstructure abovye plinth level for every floor or part thereof in
addition to rate for foundation and plinth:
Brick work with modular fly-ash lime bricks (FaLG Bricks) confirming to 1S:12894-2002 of class
8 designation 4.0 in foundation and plinth in: 0.83 C
Cement Mortar 1:6 (1 cement - 6 coarse sand) ’ i
g Providing and making 6mm thick cement plaster of mix: In Cement mortar 1.3 (1 cement : 3 fine e
sand) 52.08 Sqm
o Providing and making 12mm thick cement plasteM\\
In Cement mortar 1:4 (1 cement : 4 fine sand) 80.52 Sqm
. Providing and making 15mm thick cement p]ast_\\
In Cement mortar 1:5 (1 cement : 5 fine sand) 81.72 Sqm
Providing and fixing flush qoor shutters, conforming to IS : 220 (Part-T), decoratjve type core of
block board construction with frame of first class hard wood and we]] Matched teak Ply veneerip
12 with vertical grains or cross bands and face veneers on both faces of shutters excluding hinges & 2.1 Sqm
35 mm. thick (single leaf) '

..
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Providing and fixing in position doors, windows and

ventilators frames made of cold rolled m
1 M.S. Sheets conforming to I.S. 513 of 1973 and

steel sheet framed profiles made fromcommercia 2mb, lock jamb, steel butt hinges, base

as per general specifications of .S 4351 including hm'gesil5x3mm M.S. flat, embedded in cement
tie, joints mitred and welded with 10cm long legs of size

. 1 plugs and screws or with fixing clips or
concrete blocks 15x10x10cm size of grade M-10 O'l' raw . fil .
with bolts and nuts including neatly compacted filling M-10 cement concrete in protile section

applying a priming coat of red oxide zinc chromate Prlm;r.et
Single rebate/ mullion 80mmx50mm size, 1.6mm thick she

14

m made of M.S. flats or square or round bars

=T, : . d patte .
Providing and fixing M.S. grill of approved p plying a priming coat welded to frame with all

welded to steel frame of windows etc. including ap s :
necessary fitting complete including applying a priming of red oxide zinc chromate primer.

15

Providing and laying ceramic glazed floor tiles conforming to IS : 15622 of appro.ved Sl.Ze, ma.ke:
colour, shade laid on 20 mm thick Cement Mortar 1:4 (1 cement : 4 coarse sand) including pointing
the joints with white cement mixed with matching pigment etc., complete.

Size 300x300mm

30.66

Sqm

16

Painting exterior surface with PREMIUM ACRYLIC SMOOTH exterior paint of required shade as
per manufacturer's specifications to give protective and decorative finish including cleaning
washing of surface etc. complete with:

On new work (Two or more coats applied @ 1.43 Itr/ 10 sqm over and including priming coat of
exterior primer applied @ 2.20 kg/ 10 sqm)

81.72

Sqm

Distempering with acrylic washable distemper to give an even shade.
On new work (Two or more coats)

132.6

Sqm

18

Painting on new work (two or more coats) to give an even shade with:

Satin synthetic enamel paint

5.88

Sqm
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